
  Aggregate fine layer thickness 50 mm

  sub base aggregate 100 mm

  Paving elements for heavy traffic

  Aggregate base course layer thickness 300 mm

  Paving, per project specification

  Backfill material

  Airlayer 2nd ground level

Rootball anchoring TP

  Steel mesh ø 8 mm size 150 x 150 mm

  Irrigation- / Aeration system

  Aeration system, ø 80 mm

  inclusief T-piece ø 80

  Irrigation system, ø 80 mm

  inclusief T-piece ø 80

  Tree Grille

  TP Geotextile

  TreeParker Frame + Decks

  TreeParker Frames

  TreeParker Posts

  TreeParker unit 120

  RDP RootDirectingPanel

  TP combigrid 170

  TreeParker system

  TP spacer

LUWA system, combined aeration and

irrigation system, ø 110 mm

  TP Geotextile

  Plantingsoil 1 - 1,5 MPa penetration resistance

Plantingsoil underneath the rootball

>2,0 MPa penetration resistance

Plantingsoil underneath the rootball

>2,0 MPa penetration resistance

  Excavation line

  at the bottom

  Irrigation system, ø 80 mm

  inclusief T-piece ø 80

  RDP RootDirectingPanel

  Aeration system, ø 80 mm

  inclusief T-piece ø 80

  TP spacer
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Detail connected

TreeParker system 1.20 m
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